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LEGAL DESCRIPTION
BEGINNING AT A NEW IRON PIPE, SAID NEW IRON PIPE HAVING NC GRID NAD 83/2011 COORDINATE 
N(y): 783309.27’ E(x): 2164159.73’, SAID NEW IRON PIPE BEING LOCATED ON THE WESTERN RIGHT-OF-WAY OF ROLESVILLE ROAD (S.R.#1003), SAID NEW IRON PIPE BEING THE COMMON FRONT CORNER OF PARCEL PIN# 1768.03-33-7689 AND SUBJECT PARCEL; THENCE ALONG ROLESVILLE ROAD RIGHT-OF-WAY 

S 06°55'13"E A DISTANCE OF 384.56' TO A POINT; THENCE S 07°12'17"E A DISTANCE OF 100.22' TO A POINT; THENCE S 07°09'39"E A DISTANCE OF 100.17' TO A POINT; THENCE S 07°53'34"E A DISTANCE OF 100.14' TO A POINT; THENCE S 08°05'58"E A DISTANCE OF 226.00' TO A POINT; THENCE S 07°02'42"E A DISTANCE OF 8.65' TO A POINT; THENCE N 79°37'37"W A DISTANCE OF 135.63' TO A POINT; THENCE WITH A CURVE TURNING TO THE RIGHT WITH AN ARC LENGTH OF 405.68', WITH A RADIUS OF 1,180.00', WITH A CHORD BEARING OF N 69°46'41"W, WITH A CHORD LENGTH OF 403.68',; TO A POINT; THENCE 
N 59°55'45"W A DISTANCE OF 7.64' TO A POINT; THENCE WITH A CURVE TURNING TO THE LEFT WITH AN ARC LENGTH OF 264.63', WITH A RADIUS OF 700.00', WITH A CHORD BEARING OF N 70°45'33"W, WITH A CHORD LENGTH OF 263.06', TO A POINT; THENCE S 03°01'29"E A DISTANCE OF 127.16’ TO AN EXISTING IRON PIPE; THENCE S 86°15'26"W A DISTANCE OF 1,907.10' TO AN AXLE;I I  THENCE S 02°38'01"W A DISTANCE OF 41.66' TO A POINT; THENCE S 86°36'19"W A DISTANCE OF 80.15' TO A POINT; THENCE 
N 35°30'42"W A DISTANCE OF 25.71' TO A POINT; THENCE N 18°40'09"W A DISTANCE OF 18.02' TO A POINT; THENCE N 16°33'18"E A DISTANCE OF 29.75' TO A POINT; THENCE S 65°55'14"W A DISTANCE OF 41.93' TO A POINT; THENCE N 34°33'28"W A DISTANCE OF 67.60' TO A POINT; THENCE N 63°56'22"W A DISTANCE OF 58.64' TO A POINT; THENCE S 12°10'41"E A DISTANCE OF 28.75' TO A POINT; THENCE 
S 62°16'28"W A DISTANCE OF 40.10' TO A POINT; THENCE N 48°52'56"W A DISTANCE OF 41.03' TO A POINT; THENCE S 66°34'20"W A DISTANCE OF 183.88' TO A POINT; THENCE S 42°14'08"W A DISTANCE OF 280.13' TO A POINT; THENCE S 10°05'45"E A DISTANCE OF 34.24' TO A POINT; THENCE S 66°32'41"W A DISTANCE OF 69.18' TO A POINT; THENCE S 67°17'00"W A DISTANCE OF 140.16' TO A POINT; THENCE S 72°23'53"W A DISTANCE OF 370.65' TO A POINT; THENCE S 89°38'01"W A DISTANCE OF 175.48' TO A POINT; THENCE N 03°38'40"W A DISTANCE OF 93.43' TO AN EXISTING IRON PIPE; THENCE S 89°04'03"W A DISTANCE OF 186.00’ TO A NEW IRON PIPE; THENCE N 00°20'34" W A DISTANCE OF 1,150.25’ TO A NEW IRON PIPE; THENCE N 88°47'41"E A DISTANCE OF 1,587.76' TO AN EXISTING MASON NAIL IN A STONE; THENCE N 02°11'39"E A DISTANCE OF 1,618.25' TO AN EXISTING IRON PIPE; THENCE  S 88°15'47"E A DISTANCE OF 1,747.25' TO A NEW IRON PIPE; THENCE S 00°48'39"E A DISTANCE OF 1,487.52' TO A BENT IRON BAR; THENCE N 89°45'22"E A DISTANCE OF 683.75' TO A NEW IRON PIPE; WHICH IS THE POINT OF BEGINNING, CONTAINING AN AREA OF 6,469,903 SQUARE FEET, 148.529 ACRES.
